
100% Vapor Barrier 
100% Electrical Insulator
100% Mold & Mildew Resistant 
100% Environment friendly

FEATURES:ROLL DIMENSIONS:

Bel-Air Rubber & Aluminum Underlayment 
2.0MM Rubber With Silver Aluminum Foil

Bel-Air Rubber & Aluminum underlaymnet is a 2.0mm Acoustic rubber foam underlayment reinforced with a 
layer of vapor resistant aluminum foil layer. Provides superior cushioning, helps reduce flooring noises and 

provides moisture resistance when applications requires 

CLASSIFICATION STANDARD

Sound & Impact  Properties
Impact Insulation Class (IIC): 71dB  | Field Impact Insulation Class (FIIC): 70dB 

 Sound Transmission Class (STC): 73dB

belairwoodfloor.com • (888) 800-9206

Ft.2 Per Roll:
Thickness:
Density:
Width:
Length:

101
2.0mm. 
920kgs/m3
45” (3.75Ft.)
320” (26.6 Ft.)

Weight:
Rolls/Pallet:
Pallet Dimensions:
Length: 48”  Width: 42”
Height: 72”

40 lbs.
50 Rolls

Water vapour trans. rate: ASTM E96 1.8g/m2.24hr
Water absorption 28 days: JIS 6767 0.03mg/cm2
Compr. strength (25% Comp): ISO844 70kpa
Moisture protection SD Value: ≥75



Bel-Air Rubber & Aluminum
Underlayment 

2.0mm Acoustic rubber foam underlayment reinforced with a layer of vapor resistant aluminum foil layer. 
Provides superior cushioning, helps reduce flooring noises and provides moisture resistance when applications 

requires

2.0MM Rubber With Silver Aluminum Foil.
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