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WOOD FLOORING

Bel-Air Waterproof Laminate Floor is an elegant choice for any flooring project. Constructed in layers, compressed
and heat treated to forge high-end planks that are exceptionally durable and waterproof. Available in a wide variety
of high-resolution designs, layers and surface textures specially designed to replicates the features and characters
that makes a wood plank unique. Our laminate flooring is easy to install, maintain and clean making it a
sophisticated and cost effective alternative that can enhance any modern or traditional application.
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Warranty: 25-Year Residental and 5-Year Commercial Warranty when installed and maintained in accordance with Bel-Air recommended installation and maintenance Instructions.
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The Royal Palace Collection Features:
e 12mm Thick Waterproof Laminate Floor ¢ Waxed Edge & Triple Moisture Protection ¢ U-Groove Edge
¢ AC4 Rating » Embossed In Register Texture Adds A Dramatic Level Of Realism e

Specifications:
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CLICK: S. TEXTURE: INSTALLATION: WAXED EDGE: INSTALL GRADE: WARE RATING:

~ Unilin Embossed In Float Triple Moisture On, Above AC4
Click System Register (EIR) (Click) Protection & Below
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THICKNESS WIDTH LENGTH LENGTH VARI.

12mm. 7-3/4" 4 Ft. FIXED

(1/2") (196mm.) (1215mm.)

Package / Shipping Information:
Carton (Box): 20.51 (Ft 2. /Box) | Length: 48” | Width: 8-1/4” | Height: 3-1/2” | Weight: 44 Lbs.
Pallet: 50 (Boxes/Pallet) | 1025.5 (Ft 2. /Pallet) | Length: 48” | Width: 42” | Height: 43" | Weight: 2250 Lbs.

FloorScore® Certification v,

FloorScore® is the most recognized indoor air quality certification standard for hard surface flooring materials, 'ﬂ OO r

adhesives, and underlayment. Developed by SCS with the Resilient Floor Covering Institute (RFCI). This program SCO re

tests and certifies hard surface flooring and the materials they’re made with to ensure they are in compliance with “ CR
mn

stringent indoor air quality emissions. FloorScore® Certificates available At: www.belairwoodfloor.com B R corvices

Installation & Maintenance Information:

Please Make Sure To Read The Pre-Installtion Guide, Installation Instructions, Maintenance and Care and Warranty Information At:
www.belairwoodfloor.com

Suggested Underlayment Pads:

* Bel-Air Combo Foam (Blue Foam) - 2mm. (200 Ft 2. /Roll) e Bel-Air Brown EVA Foam - 3mm. (100 Ft 2. /Roll)

¢ Bel-Air Combo Foam (Purple Foam) - 3.0mm. (200 Ft 2. /Roll) ¢ Bel Air Black EVA With Aluminum Bcak - 2.8mm. (100 Ft 2. /Roll)
* Bel-Air Silent Green (Green Foam) - 3.0mm. (100 Ft 2. /Roll)

* Bel Air Aluminum Back (White Foam) - 2.8mm. (200 Ft 2. /Roll)

Molding & Trims
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Stair Nose Flush Stair Nose T-Molding Reducer Strip Quarter Round




