
UNDERLAYMENT
INCLUDED

With Bel-Air SPC you don’t have to compromise, you can enjoy the unbeatable combination of durability, 
style and an easy to clean surface in one flooring product.  Our SPC floors are made by combining 
lime-stone dust with 100% virgin plastic therefore they are virtually waterproof, allergen free and 

extreamly resilient, making them a great choice for bathrooms and kitchens… but don’t stop there, Bel-Air 
WPC-Vinyl floors looks just as good in the living room or any other space you may choose to install it.
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Molding & Trims

Stair Nose T-Molding 1/4 Round End CapReducer

FloorScore® is the most recognized indoor air quality certification standard for hard surface flooring materials, 
adhesives, and underlayment. Developed by SCS with the Resilient Floor Covering Institute (RFCI). This program 
tests and certifies hard surface flooring and the materials they’re made with to ensure they are in compliance with 
stringent indoor air quality emissions. FloorScore® Certificates available At: www.belairwoodfloor.com

FloorScore® Certification

The Oasis Collection Features:
• SPC (Stone-Plastic Composite) Flooring • 100% Waterproof & Durable • 6mm. Thick , 20mil (0.5mm) Ware Layer, • 

• 1.5mm. IXPE Pad Attached To Each Plank • Micro-Beveled Edge. • Semi-Matte Finish •

Specifications:

Semi-Matte
Finish

FINISH:
Float
(Click)

INSTALLATION:
Micro

Beveled

EDGE:
Unilin (Uni-Push)

Click System

CLICK: INSTALL GRADE:
On, Above 

& Below
100% Virgin

Material

MATERIAL USED:
Embossed In 
Register (EIR)

S. TEXTURE: PAD INCLUDED:
1.5mm. IXPE

Pad

Installation & Maintenance Information:
Please Make Sure To Read The Pre-Installtion Guide, Installation 
Instructions, Maintenance and Care and Warranty Information At: 
www.belairwoodfloor.com

Underlayment Included!
1.5mm IXPE Pad Underlayment Attached To 
Flooring Planks For Easy & Smooth Installtion.

Plank Information:

LENGTH

5 Ft.9” In.
WIDTHOVERALL THICKNESS

6mm. 4.5mm.
CORE THICKNESS

20mil.
WEAR LAYER

FIXED
LENGTH VARI.PAD THICKNESS

1.5mm.

Donner Havasu June Ontario Sonoma Tahoe Trinity

Package / Shipping Information:
BOX/PALLET: 48
LENGTH: 60”
WIDTH: 38”
HEIGHT: 24”
WEIGHT: 2094 Lbs.

Ft.2/BOX: 22.08
LENGTH: 59.75”
WIDTH: 9.5”
HEIGHT: 1.75”
WEIGHT: 43 Lbs.

Sound & Impact Transmission Information:

IMPACT
INSULATION 
CLASS (IIC)

66
dB

SOUND
TRANSMISSION 
CLASS (STC)

68
dB


